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Installation instructions
VarioCooking Center MULTIFICIENCY®

[Number: 08/2012 V2 Date :  06/11/2012 |

[ Subject:  Fitting linear actuators on pans and lids |

Models involved:  All VarioCooking Center MULTIFICIENCY® and
VarioCooking Center®

[ Time required: 30 minutes ]

To replace a linear actuator on a pan or lid, proceed as follows.
1. Place the pan in the down position and close the lid.
2. Disconnect the unit from the power supply.

3. Open the technical part by removing the selector button and unscrewing the locking screw
using a 3 mm Allen key.
Unscrew the 2 fastening screws underneath the unit using a 3 mm Allen key and remove the
front panel.
Then on VarioCooking Center MULTIFICIENCY® 211-311 and VarioCooking Center® 211-
311 units, remove the right side panel.

4. Unplug the power cable connector and the potentiometer cable of the actuator concerned.
6. Remove the actuator.
Remove the locking clip by pulling the tab and sliding it.

Then remove the top pin of the actuator. Repeat the same
operation for the bottom pin.

7. Remove the guarantee tape from the new linear actuator.

Once you have removed the guarantee tape, do not
screw or unscrew the actuator rod.
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8. Put the new actuator in place and fix the bottom pin.

9. Connect the power cable and the potentiometer of the new actuator.

10. Fix the top pin of the actuator. To do so:
+ Switch the unit on.
+ Activate the service pack and from "Operating test” operate the actuator concerned
so that the holes in the swing arm and the actuator head coincide. To activate the service
pack, see the technical manual for the unit.

It is important to carry out this operation from "Operating test"!
If done from "User” modes, the lid actuator will automatically come right out to
its high position. This could lead to injury or damage!

Align the holes in the swing arm and the actuator head, insert the top pin from the back and refit
the locking clip.

11. Perform a complete up-down movement with the new linear actuator from the User menu so
that the unit re-initialises its 0° positi

12. Put back the different panels.

13. Test to check it works properly.
s With the pan in the down position, it must be possible to move the lid.
+ With the lid in the up position, it must be possible to move the pan.
» With the lid in the up position and the pan in the down pos
Variodose must be authorised.

Best regards,
FRIMA After Sales Service
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