AC RE190x62 Series Motorized Impeller
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Size: @190mmx70.0mm

Airflow: 228~401CFM

Weight: 1.4kg

Noise: 48~68dBA

Impeller:  Plastic PA6.6 (polyamide glass-fibre reinforced)
Injection-moulded round sheet-metal plate or plastic plate

Motor: Capacitor-Run Induction and external rotor Motor

Rotor: Black paint

Lead Wire: AWG#20 UL2450

Insulation: Class B, Thermally protected

Safety: UL.CUL.TUV.CE

Operation Temperature: -10°C~+65C

BACK  Unit:mm

Bearing . Current Power Speed Noise  Capacitor Air Flow pit:;i;.e
System A w RPM dBA uf CFM (mmH,0)
REH190x62-1CN 230 50/60 | 0.39/0.49 91/113 | 2600/2900 65/68 25 353/401 | 39.0/53.0
REM190x62-1CN 230 50/60 | 0.36/0.48 83/111 | 2500/2700 64/66 2.0 339/367 | 38.5/51.5
REM190x62-1CN 230 50/60 | 0.26/0.34 61/79 2300/2200 62/61 1.5 329/321 | 37.0/47.0
REL190x62-1CN Ball 230 50/60 | 0.18/0.18 29/30 1400/1600 48/52 0.68 228/258 | 10.5/15.2
REH190x62-2CN 115 60 1.04 122 2900 68 12.0 401 53.0
REM190x62-2CN 115 60 0.83 98 2700 66 8.0 367 51.4
REL190x62-2CN 115 60 0.22 28 1600 52 25 258 15.2
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